Z OK FLUX 10.62 ...,

Typowe wilasnosci mechaniczne stopiwa w kombinacji z drutem OK Autrod (DC +):

0K10.62 | Stan | T.bad.| Rm [Re(Rwd)| As KV (J)rC
+ °C | MPa | MPa % | +20| 0 | -20 | -30 | -40 | -50 | -62 | -73

OK1222 | TZ0 | 20 | 500 | 410 33 170 | 160 9 | 70 | 35
TZ1 | 20 | 48 | 360 34 190 | 170 130 | 75 | 35

OK1224 | TZo | 20 | 580 | 500 25 | 140 | 115 | 80 60 | 45
TZ2 | 20 | 530 | 470 26 | 140|100 | 75 55 | 40

OK1232 | TZo | 20 | 560 | 475 28 | 175 150 130 | 110 70
TZ1 | 20 | 510 | 410 28 | 175 165 140 | 110 60

OK1234 | TZo | 20 | 620 | 540 24 | 170 | 160 | 140 15 | 45
TZ1 | 20 | 620 | 540 25 | 165|150 | 120 70 | 40

OK1310SC| TZ2 | 20 | 560 | 430 26 | 140

0K 13.20SC

OK 13.21

0K 13.27

OK 13.40

0K 13.43

TZ2 400 530 420
TZ2 500 430 300

TZ3 20 620 515 24 180 | 150

TZ3 350 575 455 20

TZ3 450 545 435 21

TZ0 20 560 470 28 195 | 185 | 160 70 | 60

TZ1 20 540 435 30 190 | 180 | 160 110 | 70 | 60

TZ0 20 570 490 27 140 110 80 | 50
TZ5 20 580 490 29 150 100 90 | 40
TZ0 20 730 650 23 70 | 60 | 50

TZ1 20 690 610 24 60 | 45

TZ0 20 800 700 29 100 75 | 65 | 50

TZ 4 20 790 695 29 80 60 | 50 | 40

TZ 0 - po spawaniu, TZ 1 - po O.C. 620°C/1h, TZ 2 - po O.C. 620°C/1h,
TZ3-po O.C. 680°C/15h, TZ 4 - po O.C. 565°C/1h

Dopuszczenia kombinaciji OK FLUX 10.62 + OK Autrod:

0K 12.22
0K 12.24
0K 12.32
0K 12.34
0K 13.10SC
0K 13.20SC
0OK 13.27
0K 13.40
0K 13.43

ABS, LR, DNV, BY, GL, DB, TUV, CE

CE, TUV

ABS, LR, DNV, BV, GL, RS, DB, RINA, TUV, CE
ABS, LR, DNV, BY, GL

DB, TUV, CE

CE, TUV

ABS, BY, DNV, LR, GL, RINA, TUV, CE

TUV, CE, ABS, BY, DNV, GL, LR

ABS, BV, CE, DNV, GL, LR



